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INS-500/1000 EU

VENDOR CERTIFIES ALL PARTS SUPPLIED FROM THIS DRAWING HAVE BEEN

VENDOR CERTIFICATION

TITLE

[1372mm]
54"

[769mm]
30 1/4"

4"
[102mm]

REVISIONS
REV. ENG. CHG. NO. DESCRIPTION DATE BY CHK.

A - RELEASED 9-18 NWD MJA

20 GALLON AIR

3/8" OD X 10' PUSH TO CONNECT TUBE

INTELLIGEN™ DISPLAY

PIPE TO FLOOR DRAIN USING PROVIDED

1 HP OIL LESS AIR COMPRESSOR - INS-500 (SHOWN)

2 HP OIL LESS AIR COMPRESSOR - INS-1000

1/2" BSPT NITROGEN

OUTLET CONNECTION

20 GALLON NITROGEN

TANK

TANK

DRAIN CONNECTION

12" [305mm]LONG FLEXIBLE

STAINLESS STEEL HOSE

 40"

32" 

[540mm]
21 1/4"

 

1067mm

 

813mm

 42"

 

1016mm

 

762mm

 30"

8"
[203mm]

SWITCH

PRESSURE

CONDUIT CONNECTION

COMPRESSOR ON/OFF SWITCH

9/16" [14.29mm] MOUNTING

HOLE (4 PLCS)

1/2" OR 3/4" ELECTRICAL

1/2" KNOCKOUT FOR

P-LINK AND NETWORK

CABLE CONNECTION

ALL DIMENSIONS ARE FOR REFERENCE ONLY


